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ONE EXISTING HANDHOLE
WITHIN BREAKLINE AREA

CONSTRUCTION DETAILS

INSTALL VIDEO DETECTION CAMERA USING PEDESTAL BRACKET

- TO EXISTING MAST ARM,

!N“STALL MICROLOOP PROBE WITH 500 FOOT LEAD-IN CABLE.

EXISTING HANDHOLE TO BE MAINTAINED.

DURING GRINDING OPERATION,
REMOVE EXISTING MAST-ARM MOUNTED SIGN.

@ EXISTING LOOP DETECTOR TO BE ABANDONED AND/OR DESTROYED
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GENERAL NOTES

l. VIDEO CAMERA LOCATION/ALIGNMENT SHALL BE COORDINATED WITH
THE SHA ENGINEER.

2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
g%%iERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
Efé\ﬁLCEé\LBé.E TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL

4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY
CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE

PROJECT ENGINEER. STATE OF MARYLAND
_ DEPARTMENT OF TRANSPORTATION
‘5. THE CONTRACTOR SHALL REMOVE ALL UNUSED SIGNAL CABLES s STATE HIGHWAY ADMINISTRATION
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